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WALL SURFACE PREPARATION
T ENSURE THAT SURFACES ARE DRY, SOUND AND CLEAN.
2. (ONCRETE MUST CURE FOR MINIMUM 28 SAYS AND CEMENT PLASTER 14 DAYS BEFORE PAINTING.
3. REMOVE ANY HOLLOW AND SOFT / UNDERBGUND PLASTER AND REPLASTER.
L. REMGVE ANY OIL, GREASE AND OTHER CONTAMINANTS WITH PLASCON METALCARE AQUASOLV DEGREASER (GR 1)
WORKING IT WELL INTO AFFECTED AREA WITH BRISTLE BRGOM OR BRUSH. LEAVE FOR 20 MINUTES TG REACT, THEN
RINSE THORGUGHLY WITH FRESH WATER TG REMGVE ALL TRACES OF PLASCON METALCARE AGUASGLV
DEGREASER (GR 1), USING HIGH PRESSURE WATER JET OR SCRUBBING WITH BRUSH OR BROGM. ALLOW TO DRY
COMPLETELY.
5. REMOVE FUNGI AND ALGAE BY SCRUBBING WITH A SOLUTION OF HOUSEHOLD BLEACH (3.5% SGDUIM HYPOCHLORITE)
- TPART BLEACH TO 2 PARTS WATER BY VOLUME. LEAVE FOR 1HOUR, THEN BRUSH OFF WITH A BRISTLE BRUSH.
RINSE THORGUGHLY WITH TAP WATER TO REMOVE ALL TRACES OF BLEACH AND ALLOW TG BRY.
. FILL CRACKS AND OTHER SURFACE DEFECTS WITH THE APPROPRIATE POLYCELL FILLER.
7. MOISTURE CONTENT MEASURED WITH A DOSER HYGRGMETER (OR EQUIVALENT) MUST NOT EXCEED THE FOLLOWING
LIMITS BEFORE PAINTING:
A. CONCRETE, OFF SHUTTER, PRECAST: B4 SCALE - 5%
B. CEMENT PLASTER, BRICKWORK, FIBRE-CEMENT: B2 SCALE - 8%

STEEL SURFACE PREPARATION
DEGREASER:
1. SURFACE MUST BE CLEAN, DRY AND DUST FREE. REMOVE SURFACE CONTAINMENTS USING AQUASOLV DEGREASER
(GR 1), SCRUBBING WITH BRISTLE GR BROGM, OR SCOTCH BRITE PADS.
2. RINSE THORGUGHLY WITH TAP WATER WHILE BRUSHING GR HYDRGBLAST TO REMOVE ALL TRACES F PLASCON
AQUASOLV DEGREASER (GR 1) TO ACHIEVE A WATER BREAK-FREE SURFACE. DRY SURFACE RAPIDLY TO PREVENT
FLASH RUST FORMATION.
3. CLEANED SURFACE MUST BE PAINTED WITHIN & HOURS.

1. RUST GRADE "B" (STEEL SURFACES WHICH HAS BEGUN TO RUSH WHICH THE MILLSCALE HAS BEGUN TO FLAKE).

2. RUST GRADE "C" (STEEL SURFACES WHERE MILLSCALE HAS RUSTED AWAY).

3. RUST GRADE "D" (STEEL SURFACE WHERE MILLSCALE HAS RUSTED AWAY AND PITTING IS VISIBLE TO THE NAKED
EYE).

L. AFTER GREASING SAND OFF RUST WITH COARSE EMERY PAPER OR WIRE BRUSH TO IS0 8501 - 01- 2007 - ST3 TO
ATTAIN A BRIGHT METAL FINISH. REMOVE DUST.

MILLSCALE:
1. RUST GRADBE "A" STEEL COVERED COMPLETELY WITH ADHERENT MILLSCALE AND WITH LITTLE OR IF ANY RUST.

2. REMOVE MILLSCALE AND RUST BY ABRASIVE BLAST CLEANING TO IS0 8501 - 01 - 2007 - SA23,
3. REMGOVEDUST BY VACUUM CLEANING. PRME WITHIN & HOURS.

PLEASE NOTE: ALWAYS MAINTAIN A WET EBGE AND AVOID DGWNING TOOLS DURING THE APPLICATION PROCESS TO PREVENT LAP MARKS AND VARIANCES IN COLOUR OR TEXTURE. WORK FROM CORNER TO CORNER, R FROM A NATURAL CUT OFF POINT
T0 ANOTHER. DG NOT ATTEMPT TOUCH UPS, BUT REDG COMPLETE PANELS.
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w, | COLOUR SUBSTRATE SPECIFICATION & APPLICATION LOCATION
S CEMENT PLASTER, GYPSUM PLASTER BOARD, PRIMER COAT - APPLY ONE COAT OF PLASCON PROFESSIONAL GYPSUM SEALER (PGS 1) TO GENERAL PAINT COLOUR ON ALL FLOOR LEVELS.
= EXPOSED CONCRETE SOFFITS AND EXPOSED ACHIEVE A CONTINUOUS FILM. ALLOW 1 HOUR TO DRY.
2 CONCRETE BEAMS. FINISHING COATS - APPLY TWO COATS OF PLASCON MOON BEAM (CODE: Y5-A2-3) TO ACHIEVE
= COMPLETE OBLITERATION, ALLOWING 2 HOURS DRYING BETWEEN COATS.
S TIMBER AND FIRE DOORS. PRIMER COAT - APPLY ONE COAT OF PLASCON METAL PRIMER (UC 170) TO ACHIEVE A GENERAL PAINT COLOUR IN ALL FLOOR LEVELS.
= CONTINUOUS FILM. ALLOW 36 HOURS TO DRY.
= FINISHING COATS - APPLY TWO COATS OF PLASCON MOON BEAM (CODE: Y5-A2-3) TO ACHIEVE
COMPLETE OBLITERATION, ALLOWING 2 HOURS DRYING BETWEEN COATS.
STEEL BOORS AND STEEL WINDOW FRAMES PRIMER COAT - APPLY ONE COAT OF PLASCON PROFESSIONAL GYPSUM SEALER (PGS 1) TO GENERAL PAINT COLOUR IN ALL FLOOR LEVELS.
ACHIEVE A CONTINUOUS FILM. ALLOW 1HOUR TO DRY.
FINISHING COATS - APPLY TWO COATS OF PLASCON PARIS PAVING 53 TO ACHIEVE COMPLETE
OBLITERATION, ALLOWING 2 HOURS DRYING BETWEEN COATS.
B B B B | CEMENT PLASTER & GYPSUM PLASTER BOARD. PRIMER COAT - APPLY ONE COAT OF PLASCON PROFESSIONAL GYPSUM SEALER (PGS 1) TO FIRST FLOOR: LIBRARY, OFFICE & TRAINING HALL 01
ACHIEVE A CONTINUOUS FILM. ALLOW 1 HOUR TO DRY.
FINISHING COATS - APPLY TWO COATS OF PLASCON TANGERINE TANGO (CODE: 03-A1-1) TO
ACHIEVE COMPLETE OBLITERATION, ALLOWING 2 HOURS DRYING BETWEEN COATS,
CEMENT PLASTER & RHINOLITE, PRIMER COAT - APPLY ONE COAT OF PLASCON PROFESSIONAL GYPSUM SEALER (PGS 1) TO SECOND FLOOR: LIBRARY & TRAINING HALL 02
ACHIEVE A CONTINUOUS FILM, ALLOW 1 HOUR TO DRY.
§ FIRIFING COATS ~"APPLY TWO COATS OF PLASCON BLUE BAY [CODE: B5-A1-4) 70 ACHIEVE
COMPLETE OBLITERATION, ALLOWING 2 HOURS DRYING BETWEEN COATS.
CEMENT PLASTER & RHINOLITE, PRINER COR T - APPLY ONE COAT OF PLASCON PROFESOIONAL GYPSUM SEALER (PGS 11 T THIRD FLOOR: LIBRARY & TRAINING HALL 03
ACHIEVE A CONTINUOUS FILM, ALLOW 1 HOUR TO DRY.
§ FIRIFING COATS ~ APPLY TWO COATS OF PLASCON GREEN JUBILEE (CODE: G3-AT-4] T0 ACHIEVE
COMPLETE OBLITERATION, ALLOWING 2 HOURS DRYING BETWEEN COATS.
B B | CEMENT PLASTER R B DING - SEE DWG 1705 C607 & U608 - RECEPTION DETRILS 078 U7, GROUND FLOGR: LIFT LOBBY 01, RECEPTION & BOARDROOM,
BB BB B | CEMENT PLASTER DOUGLAS JONES NATURAL STONE ANCIENT BLENDS (SQUARE) - BARCELONA CODE: 6141, 1ST, 2ND, 3RD & 4TH FLOOR: MALE, FEMALE & DISABLED TOLLETS.
INSTALLED ABGVE THE 600x600mm PORCELAIN TILES. INSTALL 2 ROWS OF THE BARCELONA
TILES.
B R | CEMENT PLASTER DOUGLAS JONES NATURAL STONE ANCIENT BLENDS (SQUARE) - BARCELONA CODE: 6141 INSTALL | GROUND FLOOR: KITCHEN
FULL SHEET OF TILES. LTH FLOOR: KITCHEN
B | CEMENT PLASTER SUPPLY AND FIT NEW UNION TILE PORCELAIN TILES SIZE 600x600mm CODE: AD63RIB WITHSmm | 1ST, 2ND, 3RD & 4TH FLOOR: MALE, FEMALE & DISABLED TOILETS.
TINTED GROUTING.
. STEEL BOORS AND STEEL WINDOW FRAMES PRIMER COAT - APPLY ONE COAT OF PLASCON METAL PRIMER (UC 170) TO ACHEEVE A GENERAL PAINT COLOUR!
= CONTINUGUS FILM. ALLOW 36 HOURS TO DRY.
= FINISHING COATS - APPLY TWO COATS OF PLASCON PARIS PAVING 53 TO ACHIEVE COMPLETE
S OBLITERATION, ALLOWING 2 HOURS DRYING BETWEEN COATS.
& [ m o mE | CEMENT PLASTER VERSUS EURGSPRAY, COLOUR: PLASCON PARIS PAVING 53, TEXTURE TO LATER ARCHITECT'S GROUND FLOGR: FACADE WALLS
w SPECIFICATION. APPLICATION TO BE DONE IN ACCORDANCE WITH THE SUPPLIERS ST, 2ND, 3RD & 4TH FLOORS: BALCONY WALLS AND CONCRETE
RECOMMENDATIONS AND BY AN APPROVED SPECIALIST. CANTILEVERS.
B B | CEMENT PLASTER PRIMER COAT - APPLY ONE COAT OF PLASCON PROFESSIONAL GYPSUM SEALER (PGS 1) TO 1ST, 2ND, 3RD & 4TH FLOORS: WALLS
ACHIEVE A CONTINUOUS FILM. ALLOW 1HOUR TO DRY.
FINISHING COATS - APPLY TWO COATS OF PLASCON ALPACA 13 OR DRIED LEAF 25 TO ACHIEVE
COMPLETE OBLITERATION, ALLOWING 2 HOURS DRYING BETWEEN COATS. PLEASE PROVIDE A 1
m SAMPLE PANELS FOR BOTH COLOURS ON A NORTH FACING WALL FOR THE ARCHITECT'S
APPROVAL PRIOR TG APPLICATION.
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WALL SURFACE PREPARATION 1. ENSURE THAT SURFACES ARE DRY, SOUND AND CLEAN. ENSURE THAT SURFACES ARE DRY, SOUND AND CLEAN. 2. CONCRETE MUST CURE FOR MINIMUM 28 SAYS AND CEMENT PLASTER 14 DAYS BEFORE PAINTING. CONCRETE MUST CURE FOR MINIMUM 28 SAYS AND CEMENT PLASTER 14 DAYS BEFORE PAINTING. 3. REMOVE ANY HOLLOW AND SOFT / UNDERBOUND PLASTER AND REPLASTER. REMOVE ANY HOLLOW AND SOFT / UNDERBOUND PLASTER AND REPLASTER. 4. REMOVE ANY OIL, GREASE AND OTHER CONTAMINANTS WITH PLASCON METALCARE AQUASOLV DEGREASER (GR 1) REMOVE ANY OIL, GREASE AND OTHER CONTAMINANTS WITH PLASCON METALCARE AQUASOLV DEGREASER (GR 1) WORKING IT WELL INTO AFFECTED AREA WITH BRISTLE BROOM OR BRUSH. LEAVE FOR 20 MINUTES TO REACT, THEN RINSE THOROUGHLY WITH FRESH WATER TO REMOVE ALL TRACES OF PLASCON METALCARE AQUASOLV DEGREASER (GR 1), USING HIGH PRESSURE WATER JET OR SCRUBBING WITH BRUSH OR BROOM. ALLOW TO DRY COMPLETELY. 5. REMOVE FUNGI AND ALGAE BY SCRUBBING WITH A SOLUTION OF HOUSEHOLD BLEACH (3.5% SODUIM HYPOCHLORITE) REMOVE FUNGI AND ALGAE BY SCRUBBING WITH A SOLUTION OF HOUSEHOLD BLEACH (3.5% SODUIM HYPOCHLORITE) - 1 PART BLEACH TO 2 PARTS WATER BY VOLUME. LEAVE FOR 1 HOUR, THEN BRUSH OFF WITH A BRISTLE BRUSH. RINSE THOROUGHLY WITH TAP WATER TO REMOVE ALL TRACES OF BLEACH AND ALLOW TO DRY. 6. FILL CRACKS AND OTHER SURFACE DEFECTS WITH THE APPROPRIATE POLYCELL FILLER. FILL CRACKS AND OTHER SURFACE DEFECTS WITH THE APPROPRIATE POLYCELL FILLER. 7. MOISTURE CONTENT MEASURED WITH A DOSER HYGROMETER (OR EQUIVALENT) MUST NOT EXCEED THE FOLLOWING MOISTURE CONTENT MEASURED WITH A DOSER HYGROMETER (OR EQUIVALENT) MUST NOT EXCEED THE FOLLOWING LIMITS BEFORE PAINTING:  A. CONCRETE, OFF SHUTTER, PRECAST: B4 SCALE - 5% B. CEMENT PLASTER, BRICKWORK, FIBRE-CEMENT: B2 SCALE - 8%

AutoCAD SHX Text
STEEL SURFACE PREPARATION DEGREASER: 1. SURFACE MUST BE CLEAN, DRY AND DUST FREE. REMOVE SURFACE CONTAINMENTS USING AQUASOLV DEGREASER SURFACE MUST BE CLEAN, DRY AND DUST FREE. REMOVE SURFACE CONTAINMENTS USING AQUASOLV DEGREASER (GR 1), SCRUBBING WITH BRISTLE OR BROOM, OR SCOTCH BRITE PADS. 2. RINSE THOROUGHLY WITH TAP WATER WHILE BRUSHING OR HYDROBLAST TO REMOVE ALL TRACES F PLASCON RINSE THOROUGHLY WITH TAP WATER WHILE BRUSHING OR HYDROBLAST TO REMOVE ALL TRACES F PLASCON AQUASOLV DEGREASER (GR 1) TO ACHIEVE A WATER BREAK-FREE SURFACE. DRY SURFACE RAPIDLY TO PREVENT FLASH RUST FORMATION.  3. CLEANED SURFACE MUST BE PAINTED WITHIN 4 HOURS. CLEANED SURFACE MUST BE PAINTED WITHIN 4 HOURS. DUST: 1. RUST GRADE "B" (STEEL SURFACES WHICH HAS BEGUN TO RUSH WHICH THE MILLSCALE HAS BEGUN TO FLAKE). RUST GRADE "B" (STEEL SURFACES WHICH HAS BEGUN TO RUSH WHICH THE MILLSCALE HAS BEGUN TO FLAKE). 2. RUST GRADE "C" (STEEL SURFACES WHERE MILLSCALE HAS RUSTED AWAY). RUST GRADE "C" (STEEL SURFACES WHERE MILLSCALE HAS RUSTED AWAY). 3. RUST GRADE "D" (STEEL SURFACE WHERE MILLSCALE HAS RUSTED AWAY AND PITTING IS VISIBLE TO THE NAKED RUST GRADE "D" (STEEL SURFACE WHERE MILLSCALE HAS RUSTED AWAY AND PITTING IS VISIBLE TO THE NAKED EYE). 4. AFTER GREASING SAND OFF RUST WITH COARSE EMERY PAPER OR WIRE BRUSH TO ISO 8501 - 01 - 2007 - ST3 TO AFTER GREASING SAND OFF RUST WITH COARSE EMERY PAPER OR WIRE BRUSH TO ISO 8501 - 01 - 2007 - ST3 TO ATTAIN A BRIGHT METAL FINISH. REMOVE DUST. MILLSCALE: 1. RUST GRADE "A" STEEL COVERED COMPLETELY WITH ADHERENT MILLSCALE AND WITH LITTLE OR IF ANY RUST. RUST GRADE "A" STEEL COVERED COMPLETELY WITH ADHERENT MILLSCALE AND WITH LITTLE OR IF ANY RUST. 2. REMOVE MILLSCALE AND RUST BY ABRASIVE BLAST CLEANING TO ISO 8501 - 01 - 2007 - SA2  . REMOVE MILLSCALE AND RUST BY ABRASIVE BLAST CLEANING TO ISO 8501 - 01 - 2007 - SA2  . 12. 3. REMOVE DUST BY VACUUM CLEANING. PRME WITHIN 4 HOURS.REMOVE DUST BY VACUUM CLEANING. PRME WITHIN 4 HOURS.
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