NOTES:

* All dimensions to be checked on site and on drawings, any discrepancies
to be reported to the architect before work is put in hand.

* Only figured dimensioned are to be taken.

* All building methods and materials to comply with the national building
regulations.

* The drawing is the property of Ntsika Architects.

* Copyright is reserved by them and the drawing is issued on the condition
that it is not copied, reproduced, retained or disclosed to any authorised
person, either wholly or in part without the written consent of Ntsika
Architects.

* All levels to be checked on site and on drawings, any discrepancies to be
reported to the architect before work is put in hand.

* All structural work is to be checked by an Engineer.

* Soil condition to be approved by a Soil Engineer.

* All work to be in accordance with SABS-0400

* The works to be set out from approved local authority plans only.

* Inspection eye's to be provided at all bends and junctions

* All balustrading to be 1m high antd to comply with n.b.r. MM3.

* All fire places, flues, chimney and gas braais to comply with SABS-0400 -
1990 Part V.

* Sewer layout and pipe sizing to be verified by a registered plumber.

* All site beacons to be exposed and flagged.

DRAINAGE NOTES:

* RE's to all changes in direction of drains.

* |E's to all bends and junctions.

* Reseal traps to all waste fittings.

* Waste pipes to be fully accesible along entire length.

* Bends and junctions not to be under the building.

* Soil pipes under the building to be protected from load.
* All work to comply with Local Authority by-laws.
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DETAIL 01
TYPE D12 - 5 OFF
LOCATION All floors: Office, Libraries & Kitchen.
FRAME Size 1200x1190mm solid timber frame
DOOR Solid timber door leaf.
FINISH 2 coats paint o architect's specifications. Colour to later spec.
HINGE Pair of QSL41T 2mm stainless steel hinges.
[RONMONGERY | GS&413 Stainless steel ring pull
0S6055/4 Deadbolt lack
@S1102 &0mm Cylinder
QSL403 Stainless steel cylinder escutcheon
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TYPE D13 - 10FF
LOCATION Ground fleor: Staircase lobby 01
FRAME (lass "A" Aluminium door, size as per drawing able to withstand wind pressures of 600Pa in
accordance with SANS 613.
DOOR Aluminium frame with glazing.
FINISH Surfaces to receive 50-80um Matt brown powder caating (for architectural applications),
applied by a certified markholder of SANS 1274.
HINGE To be supplied by the manufacturer.
GLAZING Laminated glazing shall be executed strictly in conformance with glass manufacturer’s
recommendations and all in accerdance with the National Building Requlations Parts B, N, T,
SANS 10137, SANS 10400 and SANS 1263, fitted in accordance with Wispeco Casement 28
system, plugged and screwed fa brickwork or concrete.
[RONMONGERY | 056001 - stainless steel rollerbolt
)

05690V - overhead door closer - standard arm - silver - size 2-5 adjustable - EN1154 fire
rated.
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TYPE D1-10FF D2 - 10FF D3 - 11 0FF D4 - 2 OFF D5 - 10FF D6 - 4 OFF
LOCATION Ground floor: Main Enfrance Ground floor: Boardraom All floors Ground floor: Kitchen Ground floor: Lift Lobby First, Second, Third & Fourth Floor: Disabled & male toilets
Caretaker's shower - No kickplate fo be installed First floor: Office
FRAME Aluminium deor, size as per drawing able te withstand wind pressures of 600Pa in accordance | Aluminium door, size as per drawing able to withstand wind pressures of 600Pa in accordance Salid timber frame 2100x883mm. (lass "A" Aluminium doar, size as per drawing able to withstand wind pressures of 600Pain | Size 1200x2125mm steel frame to suit Class "B" fire deor and wall. Pressed steel frame 1000x2125mm.
with SANS 613, with SANS 613, accordance with SANS 613,
DGOR Aluminium glazed & Trellider security gate Aluminium frame with glazing. Salid timber door leaf. Aluminium frame with glazing. (lass "B" fire rated deor with masonite vaneer. Vertical edges dressed in SS. SS slamber solid timber door leaf.
and rebated non-meeting stile.
FINISH Surfaces to receive 50-80um Dark Dolphin powder coating (for architectural applications), Surfaces to receive 50-80um Dark Dolphin powder coating (for architectural applications), 2 coats paint to archifect's specifications. Colour to later spec. Surfaces to receive 50-80um Matt brown powder coating (for architectural applications), 2 coats paint to archifect’s specifications. Colour fo later spec. 2 coats paint fo archifect’s specifications. Colour to later spec.
applied by a certified markholder of SANS 1274. applied by a certified markholder of SANS 1274. applied by a certified markholder of SANS 1274.
HINGE To be supplied by the manufacturer. To be supplied by the manufacturer. Pair of QSL41T 2mm stainless steel hinges. Ta be supplied by the manufacturer. Pair of QS&41T 2mm stainless steel hinges. QSE&415 - roller bearing hinge - 100x76x3mm - pair - European CE rated and stamped - stainless steel.
GLAZING 8mm Cool-Lite SCN145 PG Building Glass shall be executed strictly in confermance with glass | Glazing shall be executed strictly in conformance with glass manufacturer's N/A Glazing shall be executed strictly in confermance with glass manufacturer’s N/A N/A
manufacturer's recommendations and all in accordance with the National Building Requlations | recommendations and all in accordance with the National Building Requlations Parts B, N, T, recommendations and all in accordance with the National Building Requlations Parts B, N, T,
Parts B, N, T, SANS 10137, SANS 10400 and SANS 1263, fitted in accordance with Wispeco SANS 10137, SANS 10400 and SANS 1263, fitted in accordance with Wispeco Casement 28 SANS 10137, SANS 10400 and SANS 1263, fitted in accordance with Wispece Casement 28
(asement 28 system, plugged and screwed to brickwork or concrefe. system, plugged and screwed to brickwork or concrete. system, plugged and screwed ta brickwork or concrete.
IRONMONGERY | 252602 BTB 25x300x325mm pull handle. 052201 BTB stainless steel D handle 30x300x330mm. 0SLO door handle - with keyhole escutcheons AS5757/J 3 lever lock. Ta be supplied by the manufacturer. 056055/1 - stainless steel cylinder latch & deadbolt, 55mm backset, 60mm centre. 0S2201BTB stainless steel D handle, 30x300x330mm
38mm Q5852573 roller bolt & deadlock. 38mm 5852573 roller bolt & deadlock. QSL422 - hooded door stop - stainless steel. 0S690V - overhead door closer - standard arm - silver - size 2-5 adjustable - EN154 fire | QS6010 - stainless steel rebate kit for AS6055 series. (50055/5 stainless steel bathroom lock, 55mm.
QS690V - overhead door closer - standard arm - silver - size 2-5 adjustable - EN1154 fire [ QS690V - overhead door closer - standard arm - silver - size 2-5 adjustable - EN1154 fire QS690V - overhead door closer - standard arm - silver - size 2-5 adjustable - EN1154 fire rated. 0S2201BTB stainless steel D handle 30x300x330mm. QS4409 stainless steel WC thumb turn, disabled.
rated. rated. rated. SA690V - door closer, NE1154 fire rated, size 2-5 adjustable, silver. QST00/DA delayed action door closer, ENT154 rated, size 2-4.
Stainless steel kickplate 600mm high x 900mm wide. 05763 - 1320mm fire door coordinator. 930x500mm stainless steel kickplate on both sides of the door.
QSL411/1 - stainless steel flush door bolt, 152mm.
QASLEN/L - stainless steel flush door bolt, 305mm.
Stainless steel kickplate 600mm high x 900mm wide.
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TYPE D7 - 3 OFF D8 - 1 OFF D9 - 4 OFF D10 - 1 OFF D11 - 10FF
LOCATION Ground, First & Second floor: Training Halls & Passages. Fourth floor kitchen First & Second, Third & Fourth flaer: Lift Lobby Fourth floor: Canteen Ground floor: Office
FRAME Size 1500x2125mm steel frame to suit Class “A” fire deor and wall. Special industrial kitchen door frame. Size 1200x2125mm steel frame to suit Class "B" fire door and wall. Aluminium sliding / folding daars, size as per drawing able o withstand wind pressures of Aluminium dear, size as per drawing able te withstand wind pressures of 600Pa in accerdance
600Pa in accordance with SANS 613, with SANS 613,
DGCR (lass "A" fire rated deor with masonite vaneer. Vertical edges dressed in SS. SS slamber Special industrial kitchen door (lass "B" fire rated door with masonite vaneer. Vertical edges dressed in SS. SS slamber and Aluminium frame with glazing. Aluminium frame with glazing.
and rebated non-meeting stile. rebated non-meeting stile.
FINISH 2 caats paint to architect's specifications. Colour to later spec. 2 caats paint to architect's specifications. Colour to later spec. 2 coats paint to architect's specifications. Colour to later spec. Surfaces to receive 50-80um Dark Dolphin powder caating (for architectural applications), Surfaces to receive 50-80um Dark Dolphin powder coating (for architectural applications),
applied by a certified markholder of SANS 1274 applied by a certified markholder of SANS 1274,
HINGE Pair of QSL41T 2mm stainless steel hinges. To manufacturer’s specification. Ta be supplied by the manufacturer. Ta be supplied by the manufacturer. To be supplied by the manufacturer.
GLAZING N/A N/A N/A Glazing shall be executed strictly in confermance with glass manufacturer’s (lazing shall be executed strictly in conformance with glass manufacturer’s
recommendations and all in accardance with the National Building Requlations Parts B, N, T, recommendations and all in accordance with the National Building Regulations Parts B, N, T,
SANS 10137, SANS 10400 and SANS 1263, fitted in accordance with Wispeco Casement 28 SANS 10137, SANS 10400 and SANS 1263, fitted in accordance with Wispeco Casement 28
system, plugged and screwed fo brickwork or concrete. system, plugged and screwed to brickwork or concrefe.
IRONMONGERY [ QS2201/1 - Stainless steel balt thru D handle, 300x300x330mm. To manufacturer's specification. (S2201/1 - Stainless steel bolt thru D handle, 300x300x330mm. To be supplied by the manufacturer. 38mm 0S8525/4 latch lock.
SQ690V - door closer, NET154 fire rated, size 2-5 adjustable, silver. SA920NHC - Rack and cam pinion door closer with slide channel arm, size 2-4, silver painted QS690V - overhead door closer - standard arm - silver - size 2-5 adjustable - EN1154 fire
05763 - 1320mm fire door coordinator. finish. rated.
QS&4M/1 - stainless steel flush daor balt, 152mm. Q5762 - 1067mm fire deor coordinater. 0S2201BTB stainless steel back te back D handle 30x300x330mm.
QSL41/L - stainless steel flush door bolt, 305mm. Pushplate 330x150mm witheut CYL cutout SS.
Stainless steel kickplate 600mm high x 900mm wide. Stainless steel kickplate 600mm high x 900mm wide.
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AutoCAD SHX Text
DOOR

AutoCAD SHX Text
+0.000 SFL

AutoCAD SHX Text
+2.125 U/S LINTOL

AutoCAD SHX Text
Kickplate

AutoCAD SHX Text
Kickplate

AutoCAD SHX Text
N/A

AutoCAD SHX Text
Size 1200x2125mm steel frame to suit Class "B" fire door and wall. 

AutoCAD SHX Text
D9 - 4 OFF

AutoCAD SHX Text
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QS2201/1 - Stainless steel bolt thru D handle, 300x300x330mm. SQ920NHO - Rack and cam pinion door closer with slide channel arm, size 2-4, silver painted finish. QS762 - 1067mm fire door coordinator. Pushplate 330x150mm without CYL cutout SS. Stainless steel kickplate 600mm high x 900mm wide. 
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Glazing shall be executed strictly in conformance with glass manufacturer's recommendations and all in accordance with the National Building Regulations Parts B, N, T, SANS 10137, SANS 10400 and SANS 1263, fitted in accordance with Wispeco Casement 28 system, plugged and screwed to brickwork or concrete.
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Glazing shall be executed strictly in conformance with glass manufacturer's recommendations and all in accordance with the National Building Regulations Parts B, N, T, SANS 10137, SANS 10400 and SANS 1263, fitted in accordance with Wispeco Casement 28 system, plugged and screwed to brickwork or concrete.
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Surfaces to receive 50-80µm Dark Dolphin powder coating (for architectural applications), m Dark Dolphin powder coating (for architectural applications), applied by a certified markholder of SANS 1274.

AutoCAD SHX Text
38mm QS8525/4 latch lock. QS690V - overhead door closer - standard arm - silver - size 2-5 adjustable - EN1154 fire rated. QS2201 BTB stainless steel  back to back D handle 30x300x330mm.
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Aluminium frame with glazing.

AutoCAD SHX Text
Kickplate

AutoCAD SHX Text
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QS6055/1  - stainless steel cylinder latch & deadbolt, 55mm backset, 60mm centre. QS6010 - stainless steel rebate kit for QS6055 series. QS2201 BTB stainless steel D handle 30x300x330mm. SQ690V - door closer, NE1154 fire rated, size 2-5 adjustable, silver. QS763 - 1320mm fire door coordinator. QS4411/1  - stainless steel flush door bolt, 152mm. QS4411/4  - stainless steel flush door bolt, 305mm. Stainless steel kickplate 600mm high x 900mm wide. 
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