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that it is not copied, reproduced, retained or disclosed to any authorised
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* All building methods and materials to comply with the national building
Architects.

regulations.
* Copyright is reserved by them and the drawing is issued on the

* All dimensions to be checked on site and on drawings, any
condition

discrepancies
to be reported to the architect before work is put in hand.

* Only figured dimensioned are to be taken.
* The drawing is the property of Ntsika Architects.

NOTES:

* All levels to be checked on site and on drawings, any discrepancies to

be

reported to the architect before work is put in hand.

* All structural work is to be checked by an Engineer.
* Soil condition to be approved by a Soil Engineer.

* All work to be in accordance with SABS-0400

100mm
100mm
50mm
50mm
38mm
38mm
38mm
38mm

* Sewer layout and pipe sizing to be verified by a registered plumber.

* The works to be set out from approved local authority plans only.
* All site beacons to be exposed and flagged.

* Inspection eye's to be provided at all bends and junctions
* All balustrading to be 1m high antd to comply with n.b.r. MM3.
* All fire places, flues, chimney and gas braais to comply with

SABS-0400 -
* Soil pipes under the building to be protected from load.

* RE's to all changes in direction of drains.

* Waste pipes to be fully accesible along entire length.
* Bends and junctions not to be under the building.

* All work to comply with Local Authority by-laws.

* |E's to all bends and junctions.
* Reseal traps to all waste fittings.
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AutoCAD SHX Text
DOORS & WINDOWS

AutoCAD SHX Text
INSTALL NEW ALUMINIUM DOORS AND WINDOWS INCLUDING GLAZING AND IRONMONGERY, AS PER PLAN AND WINDOW SCHEDULE. INSTALLATION TO BE DONE AS PER ARCHITECT'S AND SPECIALIST'S DRAWINGS. ALL DOORS AND WINDOWS ARE TO BE MANUFACTURED IN ACCORDANCE WITH THE ARCHITECT'S DOOR AND WINDOW SCHEDULE. STANDARD SIZES ARE TO BE USED THROUGHOUT UNLESS OTHERWISE SPECIFIED. ALL GLAZING TO BE IN ACCORDANCE WITH SABS 0400 AND SABS 0137 - 2000 CODE OF PRACTICE. SOLARSHIELD LAMINATED (PVB) GLASS 6.38MM NS, TO BE INSTALLED THROUGHOUT EXCEPT FOR THE BOARDROOM FACADE, MAIN ENTRANCE & CANTEEN. COLOUR OF GLASS TO ARCHITECT'S SPECIFICATION.   SAFETY GLASS TO CONFORM TO SABS 1263. NO LIQUID LAMINATE TO BE USED. 6.4MM SAFETY GLASS TO BE USED THROUGHOUT. NOTE: CONTRACTOR MUST READ THE SCHEDULES TOGETHER WITH THE DRAWINGS AND ENSURE THAT ALL WINDOWS AND DOORS INDICATED SHOWN ON PLANS, SECTIONS AND ELEVATIONS ARE PRICED AND ANY DISCREPANCIES PICKED UP SHOULD BE BROUGHT TO THE ATTENTION OF THE ARCHITECT, PRIOR TO ORDERING OF ITEMS.
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