
CEILING LEGEND

600X600mm LED PANEL LIGHT FIXTURE
 

BIOLOGICALLY ABSORBABLE MINERAL WOOL CEILING 
TILES, SIZE 600 x 600 x 15mm THICK WITH REVEALED EDGE 
AND WHITE PAINTED FINISH, LAID ON FIRE RATED S3A 
EXPOSED DEMOUNTABLE T24 SUSPENSION SYSTEM, 
COMPRISING GALVANISED MAIN TEES AND CROSS TEES 
AT WITH MAIN TEES SUSPENDED BY MEANS OF 
GALVANISED HANGERS AT CENTRES NOT EXCEEDING 
1200mm WITH CEILING PERIMETER FINISHED WITH 
PERIMETER L-TRIM, PLUGGED AND SCREWED AT 200 mm 
CENTRES, AND ALL INSTALLED TO MANUFACTURER'S 
INSTRUCTIONS.
TO MATCH EXISTING

600X600mm CEILING DIFFUSER. NEW DIFFUSERS TO MATCH 
EXISTING. AS PER MECH ENG. RECOMMENDATION.
 

CONTRACTORS MUST VERIFY ALL LEVELS AND DIMENSIONS ON SITE  BEFORE 
COMMENCING WORK OR MAKING ANY SHOP DRAWINGS. 
USE WRITTEN DIMENSIONS IN PREFERENCE TO SCALED DIMENSIONS. 
THIS DRAWING TO BE READ IN CONJUNCTION WITH ANY RELEVANT  CONSULTANTS 
DRAWINGS. ANY DISCREPANCIES AND OR ERRORS TO BE REPORTED TO ARCHITECT.
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